
Referentienummer/Reference Status Referentienummer Status Referentienummer Status Referentienummer Datum Referentienummer Status
1231-CPR-1090-1-2012-A-001 Geldig/Valid EN ISO 3834 2012-A-122 Geldig/Valid 2400-A-835 Geldig/Valid 2420-C-704-062 2023-2029 1231-PED-MOD-D-2420-C-671 Geldig/Valid
1231-CPR-1090-1-2012-A-039 Niet geldig/Not valid EN ISO 3834 2400-A-062 Niet geldig/Not valid 2013-A-074 Geldig/Valid 2420-C-704-068 2023-2029 1231-PED-MOD-G-2420-C-921-016 Geldig/Valid

1231-CPR-1090-1-2012-A-122 Geldig/Valid EN ISO 3834 2400-A-349 Niet geldig/Not valid 2400-A-466 Geldig/Valid 2420-C-704-077 2023-2027 1231-PED-MOD-G-2420-C-921-015 Geldig/Valid
1231-CPR-1090-1-2012-A-129 Niet geldig/Not valid EN ISO 3834 2013-A-158 Geldig/Valid 2400-A-726 Geldig/Valid 2420-C-704-065 2023-2027 1231-PED-MOD-G-2420-C-783-036 Geldig/Valid
1231-CPR-1090-1-2013-A-014 Geldig/Valid EN ISO 3834 2400-A-076 Niet geldig/Not valid 2400-B-339-002 Niet geldig/Not valid 2420-C-704-021 2022-2027 1231-PED-MOD-G-2420-C-783-037 Geldig/Valid
1231-CPR-1090-1-2013-A-122 Geldig/Valid EN ISO 3834 2013-A-197 Geldig/Valid 2400-B-029 Geldig/Valid 2420-C-704-052 2022-2028 1231-PED-MOD-G-2420-C-783-038 Geldig/Valid
1231-CPR-1090-1-2013-A-157 Geldig/Valid EN ISO 3834 2013-A-163 Niet geldig/Not valid 2012-A-008 Niet geldig/Not valid 2420-C-704-054 2022-2028 1231-PED-MOD-G-2420-C-783-039 Geldig/Valid
1231-CPR-1090-1-2013-A-158 Geldig/Valid EN ISO 3834 2013-A-160 Niet geldig/Not valid 2012-A-040 Geldig/Valid 2420-C-704-060 2023-2029 1231-PED-MOD-G-2420-C-783-040 Geldig/Valid
1231-CPR-1090-1-2013-A-160 Niet geldig/Not valid EN ISO 3834 2400-A-260 Niet geldig/Not valid TÜV-NL-EN-14449-2013-A-086 Geldig/Valid 2420-C-704-071 2023-2027 1231-PED-MOD-G-2420-C-783-041 Geldig/Valid
1231-CPR-1090-1-2013-A-163 Geldig/Valid EN ISO 3834 2013-A-199 Geldig/Valid 2400-B-761 Geldig/Valid 2420-C-704-074 2023-2027 1231-PED-MOD-G-2420-C-783-042 Geldig/Valid
1231-CPR-1090-1-2013-A-169 Niet geldig/Not valid EN ISO 3834 2400-A-909 Geldig/Valid 2400-C-049-006 Geldig/Valid 2420-D-018-006 2022-2024 1231-PED-MOD-G-2420-C-783-043 Geldig/Valid
1231-CPR-1090-1-2013-A-192 Geldig/Valid EN ISO 3834 2400-A-336 Niet geldig/Not valid 2400-B-506 Geldig/Valid 2420-C-704-015 2022-2027 1231-PED-MOD-G-2420-C-783-044 Geldig/Valid
1231-CPR-1090-1-2013-A-197 Geldig/Valid EN ISO 3834 2400-A-261 Niet geldig/Not valid 2400-C-049-003 Geldig/Valid 2420-C-704-017 2022-2027 1231-PED-MOD-G-2420-C-783-045 Geldig/Valid
1231-CPR-1090-1-2013-A-198 Niet geldig/Not valid EN ISO 3834 2400-B-479 Geldig/Valid 2410-C-620 Geldig/Valid 2420-C-924 KVI 2022 1231-PED-MOD-G-2420-C-783-046 Geldig/Valid
1231-CPR-1090-1-2013-A-198 Niet geldig/Not valid EN ISO 3834 2400-C-073 Geldig/Valid TÜV-NL-Type Approved-2400-A-465 Geldig/Valid 2420-C-704-023 2022-2027 1231-PED-MOD-G-2420-C-783-047 Geldig/Valid
1231-CPR-1090-1-2013-A-199 Geldig/Valid EN ISO 3834 2400-A-010 Niet geldig/Not valid 2012-A-048 Geldig/Valid 2420-C-704-056 2022-2028 1231-PED-MOD-G-2420-C-783-048 Geldig/Valid
1231-CPR-1090-1-2013-A-203 Geldig/Valid EN ISO 3834 2400-A-019 Niet geldig/Not valid 2013-A-051 Geldig/Valid 2420-C-704-050 2022-2028 1231-PED-MOD-G-2420-C-783-049 Geldig/Valid
1231-CPR-1090-1-2400-A-002 Geldig/Valid EN ISO 3834 2400-A-567 Niet geldig/Not valid 2013-A-055 Geldig/Valid 2420-C-704-025 2022-2027 1231-PED-MOD-G-2420-C-783-050 Geldig/Valid
1231-CPR-1090-1-2400-A-003 Geldig/Valid EN ISO 3834 2400-A-077 Niet geldig/Not valid 2400-B-378 Geldig/Valid 2420-C-704-019 2022-2027 1231-PED-MOD-G-2420-C-783-051 Geldig/Valid
1231-CPR-1090-1-2400-A-009 Geldig/Valid EN ISO 3834 2400-A-063 Geldig/Valid 2400-B-508 Geldig/Valid 1231-PED-MOD-G-2420-C-930-029 Geldig/Valid
1231-CPR-1090-1-2400-A-010 Geldig/Valid EN ISO 3834 2400-B-609 Niet geldig/Not valid 2400-A-969 Geldig/Valid 1231-PED-MOD-G-2420-C-930-030 Geldig/Valid
1231-CPR-1090-1-2400-A-012 Geldig/Valid EN ISO 3834 2013-A-157 Geldig/Valid 2400-A-616 Geldig/Valid 1231-PED-MOD-G-2420-C-930-031 Geldig/Valid
1231-CPR-1090-1-2400-A-018 Geldig/Valid EN ISO 3834 2400-B-460 Geldig/Valid 2400-C-049-026 Geldig/Valid 1231-PED-MOD-G-2420-C-930-032 Geldig/Valid
1231-CPR-1090-1-2400-A-019 Geldig/Valid EN ISO 3834 2400-A-109 Geldig/Valid 2400-B-384 Geldig/Valid 1231-PED-MOD-G-2420-C-930-033 Geldig/Valid
1231-CPR-1090-1-2400-A-019 Geldig/Valid EN ISO 3834 2400-A-868 Geldig/Valid 2400-C-099 Geldig/Valid 1231-PED-MOD-G-2420-C-930-034 Geldig/Valid
1231-CPR-1090-1-2400-A-020 Geldig/Valid EN ISO 3834 2400-A-012 Niet geldig/Not valid 2013-A-167 Geldig/Valid 1231-PED-MOD-G-2420-C-930-035 Geldig/Valid
1231-CPR-1090-1-2400-A-021 Geldig/Valid EN ISO 3834 2400-A-410 Niet geldig/Not valid 2400-A-705 Geldig/Valid 1231-PED-MOD-G-2420-C-930-036 Geldig/Valid
1231-CPR-1090-1-2400-A-026 Geldig/Valid EN ISO 3834 2400-A-018 Geldig/Valid 2400-B-100 Geldig/Valid 1231-PED-MOD-G-2420-D-016 Geldig/Valid
1231-CPR-1090-1-2400-A-032 Geldig/Valid TUV 2400-A-715 Geldig/Valid 2400-A-279 Geldig/Valid 1231-PED-MOD-Bd-2420-C-649-010 Geldig/Valid
1231-CPR-1090-1-2400-A-034 Geldig/Valid EN ISO 3834 2400-A-033 Geldig/Valid 2400-B-317 Geldig/Valid 1231-PED-MOD-F-2420-C-649-039 Geldig/Valid
1231-CPR-1090-1-2400-A-035 Geldig/Valid EN ISO 3834 2400-A-154 Niet geldig/Not valid 2400-A-487 Geldig/Valid 1231-PED-MOD-F-2420-C-649-040 Geldig/Valid
1231-CPR-1090-1-2400-A-036 Niet geldig/Not valid EN ISO 3834 2400-A-034 Geldig/Valid 2400-B-339-007 Niet geldig/Not valid 1231-PED-MOD-F-2420-C-649-041 Geldig/Valid
1231-CPR-1090-1-2400-A-037 Geldig/Valid EN ISO 3834 2400-A-661 Geldig/Valid 2400-A-117 Geldig/Valid 1231-PED-MOD-F-2420-C-649-042 Geldig/Valid
1231-CPR-1090-1-2400-A-044 Geldig/Valid EN ISO 3834 2400-A-045 Geldig/Valid 2400-A-729 Geldig/Valid 1231-PED-MOD-F-2420-C-649-043 Geldig/Valid
1231-CPR-1090-1-2400-A-045 Geldig/Valid EN ISO 3834 2400-A-187 Geldig/Valid 2400-A-505 Geldig/Valid 1231-PED-MOD-F-2420-C-649-044 Geldig/Valid
1231-CPR-1090-1-2400-A-046 Niet geldig/Not valid EN ISO 3834 2400-A-211 Niet geldig/Not valid 2400-B-401 Geldig/Valid 1231-PED-MOD-F-2420-C-649-045 Geldig/Valid
1231-CPR-1090-1-2400-A-048 Geldig/Valid EN ISO 3834 2400-A-132 Geldig/Valid 2400-A-617 Geldig/Valid 1231-PED-MOD-F-2420-C-649-046 Geldig/Valid
1231-CPR-1090-1-2400-A-050 Geldig/Valid EN ISO 3834 2400-A-050 Geldig/Valid 2400-B-505 Geldig/Valid 1231-PED-MOD-A2-2420-D-206-002 Geldig/Valid
1231-CPR-1090-1-2400-A-056 Niet geldig/Not valid EN ISO 3834 2400-A-210 Geldig/Valid 2400-B-277 Geldig/Valid 1231-PED-MOD-F-2420-C-649-048 Geldig/Valid
1231-CPR-1090-1-2400-A-062 Niet geldig/Not valid EN ISO 3834 2400-A-037 Geldig/Valid 2400-C-049-028 Geldig/Valid 1231-PED-MOD-G-2420-D-116-004 Geldig/Valid
1231-CPR-1090-1-2400-A-063 Geldig/Valid EN ISO 3834 2400-B-312 Geldig/Valid 2410-C-621 Geldig/Valid 1231-PED-MOD-A2-2420-D-252-002 Geldig/Valid
1231-CPR-1090-1-2400-A-066 Geldig/Valid EN ISO 3834 2400-B-589 Niet geldig/Not valid 2400-A-773 Geldig/Valid 1231-PED-MOD-Bd-2420-D-207-002 Geldig/Valid
1231-CPR-1090-1-2400-A-069 Geldig/Valid TÜV-NL-EN-1279-6-2400-B-352 Geldig/Valid 2400-B-728 / bedrijf 2400-C-225 Geldig/Valid 1231-PED-MOD-G-2420-D-128-011 Geldig/Valid
1231-CPR-1090-1-2400-A-075 Geldig/Valid EN ISO 3834 2400-A-102 Geldig/Valid 2400-C-049-034 Geldig/Valid 1231-PED-MOD-G-2420-D-128-012 Geldig/Valid
1231-CPR-1090-1-2400-A-076 Niet geldig/Not valid EN ISO 3834 2400-A-395 Niet geldig/Not valid TÜV-NL-EN-14449-2400-B-352 Geldig/Valid 1231-PED-MOD-G-2420-D-128-013 Geldig/Valid
1231-CPR-1090-1-2400-A-077 Geldig/Valid EN ISO 3834 2400-B-862 Geldig/Valid 2400-C-049-014 Geldig/Valid 1231-PED-MOD-G-2420-D-128-014 Geldig/Valid
1231-CPR-1090-1-2400-A-077 Niet geldig/Not valid EN ISO 3834 2400-C-076 Geldig/Valid 2400-C-049-013 Geldig/Valid 1231-PED-MOD-G-2420-D-128-015 Geldig/Valid
1231-CPR-1090-1-2400-A-077 Geldig/Valid EN ISO 3834 2410-D-186 Geldig/Valid 2400-B-339-014 Geldig/Valid 1231-PED-MOD-G-2420-D-128-016 Geldig/Valid
1231-CPR-1090-1-2400-A-078 Niet geldig/Not valid EN ISO 3834 2400-A-799 Niet geldig/Not valid 2400-B-049 Geldig/Valid 1231-PED-MOD-G-2420-D-128-017 Geldig/Valid
1231-CPR-1090-1-2400-A-091 Niet geldig/Not valid EN ISO 3834 2400-B-080 Niet geldig/Not valid 2400-C-049-016 Geldig/Valid 1231-PED-MOD-G-2420-D-128-018 Geldig/Valid
1231-CPR-1090-1-2400-A-102 Geldig/Valid EN ISO 3834 2400-A-135 Geldig/Valid 2400-B-100 Geldig/Valid 1231-PED-MOD-G-2420-D-128-019 Geldig/Valid
1231-CPR-1090-1-2400-A-104 Niet geldig/Not valid EN ISO 3834 2400-A-558 Geldig/Valid 2400-B-339-013 Geldig/Valid 1231-PED-MOD-G-2420-D-212-004 Geldig/Valid
1231-CPR-1090-1-2400-A-109 Geldig/Valid EN ISO 3834 2400-A-433 Niet geldig/Not valid 2400-B-728 / bedrijf 2400-B-919 Geldig/Valid 1231-PED-MOD-F-2420-D-207-004 Geldig/Valid
1231-CPR-1090-1-2400-A-111 Geldig/Valid EN ISO 3834 2400-A-791 Geldig/Valid 2400-B-408 Niet geldig/Not valid 1231-PED-MOD-G-2420-D-320-003 Geldig/Valid
1231-CPR-1090-1-2400-A-116 Geldig/Valid EN ISO 3834 2400-A-513 Geldig/Valid 2400-C-049-001 Geldig/Valid 1231-PED-MOD-Bd-2420-D-103-003 Geldig/Valid
1231-CPR-1090-1-2400-A-120 Niet geldig/Not valid EN ISO 3834 2400-A-554 Geldig/Valid 2400-B-339-009 Niet geldig/Not valid 1231-PED-MOD-A2-2420-D-294-002 Geldig/Valid
1231-CPR-1090-1-2400-A-124 Niet geldig/Not valid EN ISO 3834 2400-A-124 Niet geldig/Not valid TÜV-NL-EN 516-Type Approved-2410-C-065 Geldig/Valid 1231-PED-MOD-G-2420-D-298-007 Geldig/Valid
1231-CPR-1090-1-2400-A-125 Geldig/Valid EN ISO 3834 2400-A-381 Niet geldig/Not valid 2400-B-339-005 Niet geldig/Not valid 1231-PED-MOD-G-2420-D-298-009 Geldig/Valid
1231-CPR-1090-1-2400-A-132 Geldig/Valid EN ISO 3834 2400-A-529 Geldig/Valid 2410-C-244 Geldig/Valid 1231-PED-MOD-G-2420-D-298-008 Geldig/Valid
1231-CPR-1090-1-2400-A-135 Geldig/Valid EN ISO 3834 2400-A-859 Geldig/Valid 2400-B-245 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-154 Geldig/Valid EN ISO 3834 2400-A-556 Niet geldig/Not valid 2400-B-339-015 Geldig/Valid
1231-CPR-1090-1-2400-A-157 Geldig/Valid EN ISO 3834 2400-A-831 Geldig/Valid 2400-B-339-006 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-159 Geldig/Valid EN ISO 3834 2400-C-059 Geldig/Valid 2400-B-711 Geldig/Valid
1231-CPR-1090-1-2400-A-163 Geldig/Valid EN ISO 3834 2400-A-092 Niet geldig/Not valid 2400-C-049-002 Geldig/Valid
1231-CPR-1090-1-2400-A-163 Geldig/Valid EN ISO 3834 2400-A-497 Niet geldig/Not valid 2400-B-339-008 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-164 Geldig/Valid EN ISO 3834 2400-A-362 Geldig/Valid 2400-C-049-007 Geldig/Valid
1231-CPR-1090-1-2400-A-176 Geldig/Valid EN ISO 3834 2400-A-566 Geldig/Valid TÜV-NL-Type Approved-2400-C-043 Geldig/Valid
1231-CPR-1090-1-2400-A-176 Geldig/Valid EN ISO 3834 2400-A-646 Niet geldig/Not valid 2400-A-659 Geldig/Valid
1231-CPR-1090-1-2400-A-176 Geldig/Valid EN ISO 3834 2400-A-810 Geldig/Valid 2400-B-339-017 Geldig/Valid
1231-CPR-1090-1-2400-A-183 Niet geldig/Not valid EN ISO 3834 2400-A-301 Niet geldig/Not valid 2400-A-772 Geldig/Valid
1231-CPR-1090-1-2400-A-187 Geldig/Valid EN ISO 3834 2400-A-069 Niet geldig/Not valid 2013-A-099 Geldig/Valid
1231-CPR-1090-1-2400-A-187 Geldig/Valid EN ISO 3834 2400-A-668 Niet geldig/Not valid 2400-C-049-004 Geldig/Valid
1231-CPR-1090-1-2400-A-196 Geldig/Valid TUV 2012-A-100 Geldig/Valid 2400-B-626 Geldig/Valid
1231-CPR-1090-1-2400-A-196 Geldig/Valid EN ISO 3834 2400-A-412 Niet geldig/Not valid 2400-B-669 Geldig/Valid
1231-CPR-1090-1-2400-A-210 Niet geldig/Not valid EN ISO 3834 2400-A-111 Geldig/Valid TÜV-NL-EN-1279-6-2400-B-352 Geldig/Valid
1231-CPR-1090-1-2400-A-211 Geldig/Valid TUV 2013-A-094-2 Geldig/Valid 2400-B-339-011 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-213 Geldig/Valid EN ISO 3834 2410-D-082 Geldig/Valid TÜV-NL-EN-12150-2-2400-B-352 Geldig/Valid
1231-CPR-1090-1-2400-A-218 Geldig/Valid TUV EN 10204-2400-A-596 Geldig/Valid 2400-B-339-018 Geldig/Valid
1231-CPR-1090-1-2400-A-224 Geldig/Valid EN ISO 3834 2400-A-577 Niet geldig/Not valid 2400-C-049-015 Geldig/Valid
1231-CPR-1090-1-2400-A-233 Geldig/Valid EN ISO 3834 2400-B-458 Niet geldig/Not valid 2400-B-728 / bedrijf 2400-B-966 Geldig/Valid
1231-CPR-1090-1-2400-A-236 Geldig/Valid EN ISO 3834 2400-A-236 Niet geldig/Not valid 2400-B-339-003 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-239 Niet geldig/Not valid EN ISO 3834 2400-B-638 Geldig/Valid TÜV-NL-Type-Approved-2400-A-382 Geldig/Valid
1231-CPR-1090-1-2400-A-240 Niet geldig/Not valid EN ISO 3834 2400-A-608 Geldig/Valid 2400-C-049-017 Geldig/Valid
1231-CPR-1090-1-2400-A-241 Niet geldig/Not valid EN ISO 3834 2400-C-079 Geldig/Valid 2400-C-049-019 Geldig/Valid
1231-CPR-1090-1-2400-A-242 Geldig/Valid EN ISO 3834 2410-C-788 Geldig/Valid 2400-C-049-005 Geldig/Valid
1231-CPR-1090-1-2400-A-242 Geldig/Valid EN ISO 3834 2400-A-475 Geldig/Valid TÜV-NL-Type-Approved-2400-B-233 Geldig/Valid

1231-CPR-1090-1-2400-A-243 Niet geldig/Not valid EN ISO 3834 2400-A-959 Niet geldig/Not valid 2400-B-509 Geldig/Valid
1231-CPR-1090-1-2400-A-244 Geldig/Valid EN ISO 3834 2400-A-467 Geldig/Valid 2400-B-339-010 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-245 Niet geldig/Not valid EN ISO 3834 2400-A-026 Geldig/Valid 2400-B-082 Geldig/Valid
1231-CPR-1090-1-2400-A-246 Niet geldig/Not valid EN ISO 3834 2013-A-203 Geldig/Valid 2400-B-143 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-254 Niet geldig/Not valid EN ISO 3834 2400-A-985 Geldig/Valid TÜV-NL-EN-131-2-2400-A-713 Geldig/Valid
1231-CPR-1090-1-2400-A-258 Geldig/Valid EN ISO 3834 2400-B-151 Geldig/Valid 2400-B-952 Ingetrokken
1231-CPR-1090-1-2400-A-259 Geldig/Valid EN ISO 3834 2400-A-852 Niet geldig/Not valid 2400-B-339-001 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-260 Niet geldig/Not valid EN ISO 3834 2400-A-428 Niet geldig/Not valid TÜV-NL-EN 17293-Type Approved-2410-C-175 Geldig/Valid
1231-CPR-1090-1-2400-A-261 Niet geldig/Not valid EN ISO 3834 2400-C-006 Geldig/Valid 2410-C-280 Geldig/Valid
1231-CPR-1090-1-2400-A-277 Niet geldig/Not valid EN ISO 3834 2400-A-979 Geldig/Valid 2400-C-049-009 Geldig/Valid
1231-CPR-1090-1-2400-A-280 Niet geldig/Not valid EN ISO 3834 2400-B-251 Geldig/Valid 2400-B-339-004 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-281 Geldig/Valid EN ISO 3834 2400-A-044 Niet geldig/Not valid 2400-C-049-031 Geldig/Valid
1231-CPR-1090-1-2400-A-289 Niet geldig/Not valid EN ISO 3834 2400-A-446 Geldig/Valid 2400-C-049-025 Geldig/Valid
1231-CPR-1090-1-2400-A-293 Niet geldig/Not valid EN ISO 3834 2400-B-398 Geldig/Valid 2400-A-408 Geldig/Valid
1231-CPR-1090-1-2400-A-301 Niet geldig/Not valid EN ISO 3834 2400-A-305 Niet geldig/Not valid 2400-B-339-012 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-305 Niet geldig/Not valid EN ISO 3834 2400-C-207 Geldig/Valid 2410-C-229 Geldig/Valid
1231-CPR-1090-1-2400-A-310 Geldig/Valid TUV EN 10204-2410-C-728 Geldig/Valid 2400-B-339-016 Geldig/Valid
1231-CPR-1090-1-2400-A-317 Geldig/Valid EN ISO 15085-2 2410-C-944 Geldig/Valid 2400-B-507 Geldig/Valid
1231-CPR-1090-1-2400-A-320 Niet geldig/Not valid EN ISO 3834 2400-A-157 Niet geldig/Not valid 2400-B-489 Geldig/Valid
1231-CPR-1090-1-2400-A-323 Geldig/Valid EN ISO 3834 2400-A-359 Geldig/Valid 2400-B-728 / bedrijf 2400-B-838 Geldig/Valid
1231-CPR-1090-1-2400-A-325 Geldig/Valid EN ISO 3834 2400-B-667 Geldig/Valid TÜV-NL-EN-13374-Type Approved-2400-A-480 Geldig/Valid
1231-CPR-1090-1-2400-A-332 Niet geldig/Not valid EN ISO 3834 2400-B-431 Geldig/Valid 2400-C-049-027 Geldig/Valid
1231-CPR-1090-1-2400-A-336 Geldig/Valid EN ISO 3834 2400-A-116 Geldig/Valid TÜV-NL-EN-12812-Type Approved-Design_Code_A-2410-C-893Geldig/Valid
1231-CPR-1090-1-2400-A-338 Niet geldig/Not valid EN ISO 3834 2400-A-187 Niet geldig/Not valid 2400-C-049-012 Geldig/Valid
1231-CPR-1090-1-2400-A-347 Geldig/Valid EN ISO 3834 2400-A-587 Niet geldig/Not valid TÜV-EN-10204-2410-C-178 Geldig/Valid
1231-CPR-1090-1-2400-A-349 Niet geldig/Not valid EN ISO 3834 2400-A-795 Geldig/Valid 2400-C-049-021 Geldig/Valid
1231-CPR-1090-1-2400-A-354 Geldig/Valid EN ISO 3834 2400-A-875 Niet geldig/Not valid 2400-C-049-018 Geldig/Valid
1231-CPR-1090-1-2400-A-359 Geldig/Valid EN ISO 3834 2400-B-721 Niet geldig/Not valid 2400-C-049-010 Geldig/Valid
1231-CPR-1090-1-2400-A-361 Niet geldig/Not valid TUV 2012-A-144 Geldig/Valid 2400-C-049-008 Geldig/Valid
1231-CPR-1090-1-2400-A-362 Geldig/Valid EN ISO 3834 2400-A-036 Niet geldig/Not valid 2400-B-868 Geldig/Valid
1231-CPR-1090-1-2400-A-369 Niet geldig/Not valid TUV EN 10204-2400-A-039 Geldig/Valid 2400-A-465 Geldig/Valid
1231-CPR-1090-1-2400-A-370 Geldig/Valid EN ISO 3834 2400-B-890 Geldig/Valid TÜV-NL-1279-5-2023-A-049 Geldig/Valid
1231-CPR-1090-1-2400-A-381 Geldig/Valid EN ISO 3834 2400-B-474 Geldig/Valid 2012-A-113 Geldig/Valid
1231-CPR-1090-1-2400-A-387 Geldig/Valid EN ISO 3834 2400-A-338 Niet geldig/Not valid # 2400-C-049-024 Geldig/Valid
1231-CPR-1090-1-2400-A-410 Niet geldig/Not valid EN ISO 3834 2400-B-914 Niet geldig/Not valid 2400-B-728 / bedrijf 2400-B-853 Geldig/Valid
1231-CPR-1090-1-2400-A-412 Niet geldig/Not valid EN ISO 3834 2400-A-635 Niet geldig/Not valid 2400-C-049-033 Geldig/Valid
1231-CPR-1090-1-2400-A-414 Geldig/Valid EN ISO 3834 2400-B-412 Geldig/Valid 2400-C-049-032 Geldig/Valid
1231-CPR-1090-1-2400-A-421 Niet geldig/Not valid EN ISO 3834 2400-B-055 Geldig/Valid 2400-B-104 Geldig/Valid
1231-CPR-1090-1-2400-A-428 Niet geldig/Not valid EN ISO 3834 2400-A-553 Geldig/Valid 2400-C-049-029 Geldig/Valid
1231-CPR-1090-1-2400-A-430 Niet geldig/Not valid TUV 2013-A-055 Geldig/Valid 2400-C-049-023 Geldig/Valid
1231-CPR-1090-1-2400-A-431 Geldig/Valid EN ISO 3834 2410-C-388 Geldig/Valid 2012-A-047 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-433 Geldig/Valid EN ISO 3834 2410-C-163-2 Geldig/Valid 2410-C-246 Geldig/Valid
1231-CPR-1090-1-2400-A-435 Geldig/Valid EN ISO 3834 2410-C-163-4 Geldig/Valid 2400-C-049-020 Geldig/Valid
1231-CPR-1090-1-2400-A-443 Geldig/Valid EN ISO 3834 2400-B-244 Niet geldig/Not valid 2410-C-736 Geldig/Valid
1231-CPR-1090-1-2400-A-446 Geldig/Valid EN ISO 3834 2400-A-921 Geldig/Valid 2013-A-032 Geldig/Valid
1231-CPR-1090-1-2400-A-447 Niet geldig/Not valid EN ISO 3834 2410-C-338 Geldig/Valid 2400-C-049-022 Geldig/Valid
1231-CPR-1090-1-2400-A-457 Geldig/Valid EN ISO 3834 2400-A-474 Geldig/Valid TÜV-NL-EN-1863-2-2400-B-352 Geldig/Valid
1231-CPR-1090-1-2400-A-458 Niet geldig/Not valid TUV 2400-A-514 Niet geldig/Not valid 2400-C-049-011 Geldig/Valid
1231-CPR-1090-1-2400-A-467 Geldig/Valid EN ISO 3834 2400-A-254 Niet geldig/Not valid 2400-A-074 Geldig/Valid
1231-CPR-1090-1-2400-A-474 Geldig/Valid EN ISO 15085-2 2410-C-293 Niet geldig/Not valid TÜV-NL-EN 13071-Type Approved-2400-C-888 Geldig/Valid
1231-CPR-1090-1-2400-A-475 Geldig/Valid EN ISO 3834 2410-C-544 Geldig/Valid 2400-A-274 Geldig/Valid
1231-CPR-1090-1-2400-A-477 Geldig/Valid EN ISO 3834 2410-C-631 Geldig/Valid TÜV-NL-TYPE-APPROVED-2410-D-289 Geldig/Valid
1231-CPR-1090-1-2400-A-489 Geldig/Valid EN ISO 3834 2400-C-265 Geldig/Valid
1231-CPR-1090-1-2400-A-492 Geldig/Valid TUV 2013-A-076 Geldig/Valid
1231-CPR-1090-1-2400-A-497 Niet geldig/Not valid EN ISO 3834 2410-C-681 Geldig/Valid
1231-CPR-1090-1-2400-A-513 Geldig/Valid EN ISO 3834 2410-C-642 Geldig/Valid
1231-CPR-1090-1-2400-A-516 Geldig/Valid TUV 2400-A-814 Geldig/Valid
1231-CPR-1090-1-2400-A-522 Geldig/Valid EN ISO 3834 2410-C-894 Geldig/Valid
1231-CPR-1090-1-2400-A-523 Geldig/Valid EN ISO 3834 2410-C-908 Geldig/Valid
1231-CPR-1090-1-2400-A-530 Niet geldig/Not valid EN ISO 3834 2400-C-080 Geldig/Valid
1231-CPR-1090-1-2400-A-539 Niet geldig/Not valid TUV 2400-B-640 EN 1090-2, Bijlage F Geldig/Valid
1231-CPR-1090-1-2400-A-541 Geldig/Valid EN ISO 15085-2 2400-C-894 Geldig/Valid
1231-CPR-1090-1-2400-A-543 Niet geldig/Not valid EN ISO 3834 2410-C-293 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-546 Niet geldig/Not valid EN ISO 15085-2 2400-B-412 Geldig/Valid
1231-CPR-1090-1-2400-A-548 Geldig/Valid EN ISO 3834 2400-B-192 Geldig/Valid
1231-CPR-1090-1-2400-A-549 Geldig/Valid EN ISO 3834 2400-A-477 Geldig/Valid
1231-CPR-1090-1-2400-A-550 Geldig/Valid EN ISO 3834 2410-C-953 Geldig/Valid
1231-CPR-1090-1-2400-A-551 Geldig/Valid TUV EN 10204-2400-A-521 Geldig/Valid
1231-CPR-1090-1-2400-A-552 Niet geldig/Not valid TUV 2013-A-167 Geldig/Valid
1231-CPR-1090-1-2400-A-554 Geldig/Valid TUV 2012-A-032 Geldig/Valid
1231-CPR-1090-1-2400-A-555 Geldig/Valid EN ISO 3834 2400-B-987 Geldig/Valid
1231-CPR-1090-1-2400-A-556 Niet geldig/Not valid EN ISO 3834 2400-A-892 Geldig/Valid
1231-CPR-1090-1-2400-A-558 Geldig/Valid TUV 2012-A-008 Geldig/Valid
1231-CPR-1090-1-2400-A-559 Niet geldig/Not valid EN ISO 3834 2410-C-944 Geldig/Valid
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1231-CPR-1090-1-2400-A-560 Geldig/Valid EN ISO 3834 2400-A-078 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-561 Geldig/Valid TUV 2400-C-166 EN 1090-2 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-565 Geldig/Valid TUV 2012-A-147 1/2/3 Geldig/Valid
1231-CPR-1090-1-2400-A-566 Geldig/Valid EN ISO 3834 2400-B-606 Geldig/Valid
1231-CPR-1090-1-2400-A-567 Niet geldig/Not valid EN ISO 3834 2410-C-611 Geldig/Valid
1231-CPR-1090-1-2400-A-567 Anker B.V. Geldig/Valid EN ISO 3834 2400-A-447 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-571 Niet geldig/Not valid EN ISO 3834 2410-C-981 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-574 Geldig/Valid EN ISO 3824 2400-B-117 Geldig/Valid
1231-CPR-1090-1-2400-A-578 Geldig/Valid TUV 2012-A-048 Geldig/Valid
1231-CPR-1090-1-2400-A-581 Niet geldig/Not valid EN ISO 3834 2400-B-377 Geldig/Valid
1231-CPR-1090-1-2400-A-583 Geldig/Valid TUV 2013-A-094-3 Geldig/Valid
1231-CPR-1090-1-2400-A-587 Niet geldig/Not valid EN ISO 3834 2410-C-943 Geldig/Valid
1231-CPR-1090-1-2400-A-593 Geldig/Valid EN ISO 3834 2400-B-221 Geldig/Valid
1231-CPR-1090-1-2400-A-598 Niet geldig/Not valid TUV 2400-A-996 Geldig/Valid
1231-CPR-1090-1-2400-A-599 Geldig/Valid EN ISO 15085-2 2410-C-567 Geldig/Valid
1231-CPR-1090-1-2400-A-607 Niet geldig/Not valid TUV 2013-A-091 Geldig/Valid
1231-CPR-1090-1-2400-A-608 Geldig/Valid TUV EN 10204-2400-B-801 Geldig/Valid
1231-CPR-1090-1-2400-A-612 Geldig/Valid EN ISO 15085-2 2410-A-778 Geldig/Valid
1231-CPR-1090-1-2400-A-615 Niet geldig/Not valid EN ISO 3834 2410-C-674 Geldig/Valid
1231-CPR-1090-1-2400-A-624 Geldig/Valid TUV 2012-A-040 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-627 Geldig/Valid TUV 2012-A-113 Geldig/Valid
1231-CPR-1090-1-2400-A-628 Geldig/Valid EN ISO 15085-2 2400-C-912 Geldig/Valid
1231-CPR-1090-1-2400-A-629 Geldig/Valid TUV 2400-A-281 Geldig/Valid
1231-CPR-1090-1-2400-A-630 Geldig/Valid TUV 2013-A-074 Geldig/Valid
1231-CPR-1090-1-2400-A-635 Niet geldig/Not valid TUV 2410-B-620 Geldig/Valid
1231-CPR-1090-1-2400-A-646 Niet geldig/Not valid EN ISO 3834 2410-C-178 Geldig/Valid
1231-CPR-1090-1-2400-A-646 Geldig/Valid EN ISO 3834 2400-A-653 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-651 Geldig/Valid TUV EN 10204-2400-A-595 Geldig/Valid
1231-CPR-1090-1-2400-A-652 Niet geldig/Not valid EN ISO 3834 2410-C-955 Geldig/Valid
1231-CPR-1090-1-2400-A-653 Niet geldig/Not valid EN ISO 3834 2410-C-912 Geldig/Valid
1231-CPR-1090-1-2400-A-654 Niet geldig/Not valid TUV EN 10204-2400-A-777 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-656 Niet geldig/Not valid EN ISO 15085-2 2410-C-465 Geldig/Valid
1231-CPR-1090-1-2400-A-660 Niet geldig/Not valid EN ISO 3834 2400-B-809 Geldig/Valid
1231-CPR-1090-1-2400-A-661 Geldig/Valid TÜV-NL-EN-14449-2400-B-352 Geldig/Valid
1231-CPR-1090-1-2400-A-662 Niet geldig/Not valid TUV 2012-A-004 Geldig/Valid
1231-CPR-1090-1-2400-A-668 Geldig/Valid TUV 2013-A-094-1 Geldig/Valid
1231-CPR-1090-1-2400-A-770 Geldig/Valid TUV 2400-C-234 Geldig/Valid
1231-CPR-1090-1-2400-A-777 Niet geldig/Not valid TUV 2400-A-903 Geldig/Valid
1231-CPR-1090-1-2400-A-778 Geldig/Valid TUV 2013-A-156 Geldig/Valid
1231-CPR-1090-1-2400-A-780 Niet geldig/Not valid EN ISO 15085-2 2410-C-943 Geldig/Valid
1231-CPR-1090-1-2400-A-781 Geldig/Valid EN ISO 3834 2400-B-774 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-786 Bevriezing geldigheid per 30-11-2022 TUV 2400-B-275 Geldig/Valid
1231-CPR-1090-1-2400-A-788 Geldig/Valid TUV 2012-A-047 Geldig/Valid
1231-CPR-1090-1-2400-A-793 Geldig/Valid TUV EN 10204-2400-A-563 Geldig/Valid
1231-CPR-1090-1-2400-A-795 Geldig/Valid TUV 2012-A-115 Geldig/Valid
1231-CPR-1090-1-2400-A-797 Geldig/Valid TUV 2400-B-868 (1&2) Geldig/Valid
1231-CPR-1090-1-2400-A-799 Geldig/Valid TUV 2400-C-144 Geldig/Valid
1231-CPR-1090-1-2400-A-809 Geldig/Valid TUV 2013-A-094-4 Geldig/Valid
1231-CPR-1090-1-2400-A-826 Niet geldig/Not valid TÜV-NL-QA/QC-2400-A-594 Geldig/Valid
1231-CPR-1090-1-2400-A-830 Niet geldig/Not valid TUV 2400-A-989 Geldig/Valid
1231-CPR-1090-1-2400-A-831 Geldig/Valid TUV 2013-A-172 Geldig/Valid
1231-CPR-1090-1-2400-A-833 Niet geldig/Not valid TUV 2400-A-862 Geldig/Valid
1231-CPR-1090-1-2400-A-845 Geldig/Valid TUV EN 10204-2410-C-674 Geldig/Valid
1231-CPR-1090-1-2400-A-848 Geldig/Valid TUV EN 10204 2012-A-141 Geldig/Valid
1231-CPR-1090-1-2400-A-849 Geldig/Valid TUV 2400-A-480 Geldig/Valid
1231-CPR-1090-1-2400-A-851 Geldig/Valid TUV EN 10204-2400-A-974 Geldig/Valid
1231-CPR-1090-1-2400-A-852 Geldig/Valid TUV 2400-A-517 Geldig/Valid
1231-CPR-1090-1-2400-A-852 Geldig/Valid TUV 2400-B-688 EN 1090-2, Bijlage F Geldig/Valid
1231-CPR-1090-1-2400-A-852 Niet geldig/Not valid TUV 2013-A-130 Geldig/Valid
1231-CPR-1090-1-2400-A-854 Geldig/Valid TUV 2400-A-894 Geldig/Valid
1231-CPR-1090-1-2400-A-863 Geldig/Valid TUV 2400-A-466 Geldig/Valid
1231-CPR-1090-1-2400-A-868 Geldig/Valid TÜV-NL-EN-12150-2-2400-B-352 Geldig/Valid
1231-CPR-1090-1-2400-A-869 Geldig/Valid TUV 2013-A-150 Geldig/Valid
1231-CPR-1090-1-2400-A-873 Geldig/Valid TUV 2400-A-773 Geldig/Valid
1231-CPR-1090-1-2400-A-874 Geldig/Valid X TUV 2400-A-904 Geldig/Valid
1231-CPR-1090-1-2400-A-880 Niet geldig/Not valid TUV EN 10204-2400-A-075 Geldig/Valid
1231-CPR-1090-1-2400-A-884 Niet geldig/Not valid TUV EN 10204-2400-B-967 Geldig/Valid
1231-CPR-1090-1-2400-A-885 Geldig/Valid TUV EN 10204-2400-B-107 Geldig/Valid
1231-CPR-1090-1-2400-A-887 Geldig/Valid TUV EN 10204-2410-D-308 Geldig/Valid
1231-CPR-1090-1-2400-A-891 Niet geldig/Not valid TUV 2400-B-688 Geldig/Valid
1231-CPR-1090-1-2400-A-892 Geldig/Valid TUV EN 10204-2400-B-602 Geldig/Valid
1231-CPR-1090-1-2400-A-892 Geldig/Valid TÜV-NL-EN-1863-2-2400-B-352 Geldig/Valid
1231-CPR-1090-1-2400-A-896 Geldig/Valid TUV EN 10204 2400-A-868 Geldig/Valid
1231-CPR-1090-1-2400-A-896 Geldig/Valid TUV 2400-B-840 Geldig/Valid
1231-CPR-1090-1-2400-A-901 Niet geldig/Not valid TUV EN 10204-2400-A-075 Geldig/Valid
1231-CPR-1090-1-2400-A-902 Geldig/Valid TUV EN 10204-2400-B-832 Geldig/Valid
1231-CPR-1090-1-2400-A-909 Geldig/Valid TUV EN 10204-2400-B-014 Geldig/Valid
1231-CPR-1090-1-2400-A-910 Niet geldig/Not valid TUV EN 10204-2400-B-590 Geldig/Valid
1231-CPR-1090-1-2400-A-920 Geldig/Valid TUV EN 10204-2400-B-614 Geldig/Valid
1231-CPR-1090-1-2400-A-921 Geldig/Valid TUV EN 10204-2400-C-006 Geldig/Valid
1231-CPR-1090-1-2400-A-923 Niet geldig/Not valid TUV EN 10204 2013-A-063 Geldig/Valid
1231-CPR-1090-1-2400-A-925 Niet geldig/Not valid TUV EN 10204-2410-C-681 Geldig/Valid
1231-CPR-1090-1-2400-A-925 Geldig/Valid TUV EN 10204 2012-A-090 Geldig/Valid
1231-CPR-1090-1-2400-A-926 Geldig/Valid TUV 2410-C-469 Geldig/Valid

G
el

1231-CPR-1090-1-2400-A-927 Niet geldig/Not valid TUV EN 10204-2400-B-862 Geldig/Valid
1231-CPR-1090-1-2400-A-929 Geldig/Valid TUV EN 10204-2400-C-076 Geldig/Valid
1231-CPR-1090-1-2400-A-943 Geldig/Valid EN ISO 3834 2400-A-091 Niet geldig/Not valid
1231-CPR-1090-1-2400-A-946 Niet geldig/Not valid TUV EN 10204-2400-A-569 Geldig/Valid
1231-CPR-1090-1-2400-A-947 Geldig/Valid TUV EN 10204-2410-C-338 Geldig/Valid
1231-CPR-1090-1-2400-A-949 Geldig/Valid TUV EN 10204-2410-C-178 Geldig/Valid
1231-CPR-1090-1-2400-A-950 Niet geldig/Not valid TUV EN 10204-2400-B-212 Geldig/Valid
1231-CPR-1090-1-2400-A-950 Niet geldig/Not valid TUV EN 10204-2400-B-117 Geldig/Valid
1231-CPR-1090-1-2400-A-959 Niet geldig/Not valid TUV EN 10204-2400-A-943 Geldig/Valid
1231-CPR-1090-1-2400-A-965 Geldig/Valid TÜV-NL-EN-1090-2&3-2400-A-870 Geldig/Valid
1231-CPR-1090-1-2400-A-967 Geldig/Valid TUV EN 10204-2400-B-667 Geldig/Valid
1231-CPR-1090-1-2400-A-973 Geldig/Valid TUV EN 10204-2410-C-571 Geldig/Valid
1231-CPR-1090-1-2400-A-979 Geldig/Valid TUV EN 10204-2400-B-572 Geldig/Valid
1231-CPR-1090-1-2400-A-991 Geldig/Valid TUV EN 10204-2410-D-171 Geldig/Valid
1231-CPR-1090-1-2400-B-001 Geldig/Valid TUV EN 10204-2400-C-074 Geldig/Valid
1231-CPR-1090-1-2400-B-012 Geldig/Valid TUV 2012-A-152 Geldig/Valid
1231-CPR-1090-1-2400-B-013 Geldig/Valid TUV 2013-A-049e Geldig/Valid
1231-CPR-1090-1-2400-B-014 1/2 Geldig/Valid TUV 2013-A-051 Geldig/Valid
1231-CPR-1090-1-2400-B-027 Niet geldig/Not valid EN ISO 3834 2400-B-809 Geldig/Valid
1231-CPR-1090-1-2400-B-028 Geldig/Valid EN ISO 3834 2410-D-395 Geldig/Valid
1231-CPR-1090-1-2400-B-031 Geldig/Valid
1231-CPR-1090-1-2400-B-040 Geldig/Valid
1231-CPR-1090-1-2400-B-040 Geldig/Valid
1231-CPR-1090-1-2400-B-045 Geldig/Valid
1231-CPR-1090-1-2400-B-053 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-055 Geldig/Valid
1231-CPR-1090-1-2400-B-056 Geldig/Valid
1231-CPR-1090-1-2400-B-058 Geldig/Valid
1231-CPR-1090-1-2400-B-071 Geldig/Valid
1231-CPR-1090-1-2400-B-072 Niet geldig/Not valid

1231-CPR-1090-1-2400-B-076
Geldig/Valid
(m.u.v. periode 03-2019 t/m 07-2019)

1231-CPR-1090-1-2400-B-080 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-084 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-088 Geldig/Valid
1231-CPR-1090-1-2400-B-089 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-091 Geldig/Valid
1231-CPR-1090-1-2400-B-097 Geldig/Valid
1231-CPR-1090-1-2400-B-117 Geldig/Valid
1231-CPR-1090-1-2400-B-127 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-151 Geldig/Valid
1231-CPR-1090-1-2400-B-157 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-160 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-173 Geldig/Valid
1231-CPR-1090-1-2400-B-181 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-212 Geldig/Valid
1231-CPR-1090-1-2400-B-221 Geldig/Valid
1231-CPR-1090-1-2400-B-222 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-243 Geldig/Valid
1231-CPR-1090-1-2400-B-244 Geldig/Valid
1231-CPR-1090-1-2400-B-265 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-287 Geldig/Valid
1231-CPR-1090-1-2400-B-288 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-312 Geldig/Valid
1231-CPR-1090-1-2400-B-347 Geldig/Valid
1231-CPR-1090-1-2400-B-377 Geldig/Valid
1231-CPR-1090-1-2400-B-379 Geldig/Valid
1231-CPR-1090-1-2400-B-398 Geldig/Valid
1231-CPR-1090-1-2400-B-402 Geldig/Valid
1231-CPR-1090-1-2400-B-412 Geldig/Valid
1231-CPR-1090-1-2400-B-445 Geldig/Valid
1231-CPR-1090-1-2400-B-458 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-460 Geldig/Valid
1231-CPR-1090-1-2400-B-471 Geldig/Valid
1231-CPR-1090-1-2400-B-474 Geldig/Valid
1231-CPR-1090-1-2400-B-479 Geldig/Valid
1231-CPR-1090-1-2400-B-515 Geldig/Valid
1231-CPR-1090-1-2400-B-543 Geldig/Valid
1231-CPR-1090-1-2400-B-553 Geldig/Valid
1231-CPR-1090-1-2400-B-572 Geldig/Valid
1231-CPR-1090-1-2400-B-573 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-574 Geldig/Valid
1231-CPR-1090-1-2400-B-585 Geldig/Valid
1231-CPR-1090-1-2400-B-596 Geldig/Valid
1231-CPR-1090-1-2400-B-603 Geldig/Valid
1231-CPR-1090-1-2400-B-606 Geldig/Valid
1231-CPR-1090-1-2400-B-631 Geldig/Valid
1231-CPR-1090-1-2400-B-638 Geldig/Valid
1231-CPR-1090-1-2400-B-659 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-686 Geldig/Valid
1231-CPR-1090-1-2400-B-691 Geldig/Valid
1231-CPR-1090-1-2400-B-697 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-698 Geldig/Valid



1231-CPR-1090-1-2400-B-706 Geldig/Valid
1231-CPR-1090-1-2400-B-708 Geldig/Valid
1231-CPR-1090-1-2400-B-721 Geldig/Valid
1231-CPR-1090-1-2400-B-738 Geldig/Valid
1231-CPR-1090-1-2400-B-774 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-809 Geldig/Valid
1231-CPR-1090-1-2400-B-818 Geldig/Valid
1231-CPR-1090-1-2400-B-822 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-861 Geldig/Valid
1231-CPR-1090-1-2400-B-862 Geldig/Valid
1231-CPR-1090-1-2400-B-885 Geldig/Valid
1231-CPR-1090-1-2400-B-900 Geldig/Valid
1231-CPR-1090-1-2400-B-914 Niet geldig/Not valid
1231-CPR-1090-1-2400-B-915 Geldig/Valid
1231-CPR-1090-1-2400-B-931 Geldig/Valid
1231-CPR-1090-1-2400-B-947 Geldig/Valid
1231-CPR-1090-1-2400-B-948 Geldig/Valid
1231-CPR-1090-1-2400-B-953 Geldig/Valid
1231-CPR-1090-1-2400-B-982 Geldig/Valid
1231-CPR-1090-1-2400-B-987 Geldig/Valid
1231-CPR-1090-1-2400-C-019 Geldig/Valid
1231-CPR-1090-1-2400-C-040 Geldig/Valid
1231-CPR-1090-1-2400-C-074 Geldig/Valid
1231-CPR-1090-1-2400-C-076 Geldig/Valid
1231-CPR-1090-1-2400-C-079 Geldig/Valid
1231-CPR-1090-1-2400-C-080 Geldig/Valid
1231-CPR-1090-1-2400-C-086 Geldig/Valid
1231-CPR-1090-1-2400-C-125 Geldig/Valid
1231-CPR-1090-1-2400-C-148 Geldig/Valid
1231-CPR-1090-1-2400-C-177 Geldig/Valid
1231-CPR-1090-1-2400-C-226 Geldig/Valid
1231-CPR-1090-1-2410-C-163-1 Geldig/Valid
1231-CPR-1090-1-2410-C-163-2 Geldig/Valid
1231-CPR-1090-1-2410-C-173 Niet geldig/Not valid
1231-CPR-1090-1-2410-C-175 Geldig/Valid
1231-CPR-1090-1-2410-C-178 Geldig/Valid
1231-CPR-1090-1-2410-C-247 Geldig/Valid
1231-CPR-1090-1-2410-C-265 Geldig/Valid
1231-CPR-1090-1-2410-C-338 Geldig/Valid
1231-CPR-1090-1-2410-C-352 Geldig/Valid
1231-CPR-1090-1-2410-C-372 Geldig/Valid
1231-CPR-1090-1-2410-C-395 Geldig/Valid
1231-CPR-1090-1-2410-C-410 geldig/Valid
1231-CPR-1090-1-2410-C-414 geldig/Valid
1231-CPR-1090-1-2410-C-445 Geldig/Valid
1231-CPR-1090-1-2410-C-451 Niet geldig/Not valid
1231-CPR-1090-1-2410-C-485 Niet geldig/Not valid
1231-CPR-1090-1-2410-C-486 Geldig/Valid
1231-CPR-1090-1-2410-C-488 Niet geldig/Not valid
1231-CPR-1090-1-2410-C-491 Geldig/Valid
1231-CPR-1090-1-2410-C-494 Niet geldig/Not valid
1231-CPR-1090-1-2410-C-534 geldig/Valid
1231-CPR-1090-1-2410-C-544 Geldig/Valid
1231-CPR-1090-1-2410-C-566 Geldig/Valid
1231-CPR-1090-1-2410-C-570 Geldig/Valid
1231-CPR-1090-1-2410-C-608 Niet geldig/Not valid
1231-CPR-1090-1-2410-C-633 Geldig/Valid
1231-CPR-1090-1-2410-C-634 Geldig/Valid
1231-CPR-1090-1-2410-C-637 Geldig/Valid
1231-CPR-1090-1-2410-C-668 Geldig/Valid
1231-CPR-1090-1-2410-C-674 Geldig/Valid
1231-CPR-1090-1-2410-C-681 Geldig/Valid  
1231-CPR-1090-1-2410-C-748 Geldig/Valid
1231-CPR-1090-1-2410-C-760 Niet geldig/Not valid
1231-CPR-1090-1-2410-C-764 Geldig/Valid
1231-CPR-1090-1-2410-C-779 Geldig/Valid
1231-CPR-1090-1-2410-C-784 Geldig/Valid
1231-CPR-1090-1-2410-C-787 Niet geldig/Not valid
1231-CPR-1090-1-2410-C-788 Geldig/Valid X
1231-CPR-1090-1-2410-C-818 Geldig/Valid
1231-CPR-1090-1-2410-C-856 Geldig/Valid
1231-CPR-1090-1-2410-C-863 Geldig/Valid
1231-CPR-1090-1-2410-C-884 Geldig/Valid
1231-CPR-1090-1-2410-C-908 Geldig/Valid
1231-CPR-1090-1-2410-C-955 Geldig/Valid
1231-CPR-1090-1-2410-C-981 Niet geldig/Not valid
1231-CPR-1090-1-2410-D-042 Geldig/Valid
1231-CPR-1090-1-2410-D-084 Geldig/Valid
1231-CPR-1090-1-2410-D-104 Geldig/Valid
1231-CPR-1090-1-2410-D-114 Geldig/Valid
1231-CPR-1090-1-2410-D-181 Geldig/Valid
1231-CPR-1090-1-2410-D-182 Geldig/Valid
1231-CPR-1090-1-2410-D-208 Geldig/Valid
1231-CPR-1090-1-2410-D-219 Geldig/Valid
1231-CPR-1090-1-2410-D-227 Geldig/Valid
1231-CPR-1090-1-2410-D-268 Geldig/Valid
1231-CPR-1090-1-2410-D-307 Geldig/Valid
1231-CPR-1090-1-2410-D-309 Geldig/Valid
1231-CPR-1090-1-2410-D-395 Geldig/Valid
1231-CPR-1279-2013-A-049 Geldig/Valid
1231-CPR-1279-2013-A-072 Geldig/Valid
1231-CPR-1279-2400-A-117 Geldig/Valid
1231-CPR-14449-2013-A-086 Niet geldig/Not valid
1231-CPR-14449-2400-A-117 Geldig/Valid
1231-MRL 2400-A-698 2022-02-25 Geldig/Valid
1231-MRL 2400-B-461 2019-06-04 Geldig/Valid
1231-MRL 2400-B-528 2019-10-02/2021-05-05 (rev1)Geldig/Valid
MRL 1231-0001 Ingetrokken/withdrawn in 2015
1231-MRL 2400-B-552 2019-09-11 Geldig/Valid X
1231-MRL 2400-B-660 2019-03-08 Geldig/Valid X
1231-MRL 2400-B-753 2019-06-12 Geldig/Valid
MRL 1231-0002 Ingetrokken/withdrawn in 2015 X
MRL 12547_CERT_080122R03 Ingetrokken/withdrawn in 2015 X
MRL 15614_CERT_20100330 Ingetrokken/withdrawn in 2015 X
MRL 18511_CERT_20101105 Ingetrokken/withdrawn in 2015 X
MRL 21250_CERT_20100216 Ingetrokken/withdrawn in 2015
MRL 21374_CERT_20101209 Ingetrokken/withdrawn in 2015
MRL 21999_CERT_20100216 Ingetrokken/withdrawn in 2015
MRL 2400-A-665_20150726 Ingetrokken/withdrawn in 2015
MRL 24789_CERT_20100302 Ingetrokken/withdrawn in 2015 X
MRL 26011_CERT_20100701 Ingetrokken/withdrawn in 2015 X
MRL 26093_CERT_20100503 Ingetrokken/withdrawn in 2015 X
MRL 26334_CERT_20100525 Ingetrokken/withdrawn in 2015 X
MRL 26393_CERT_20100603 Ingetrokken/withdrawn in 2015 X
MRL 28316_CERT_20101025 Ingetrokken/withdrawn in 2015 X
MRL 1231-0003 Ingetrokken/withdrawn in 2016 X
MRL 1231-0004 Ingetrokken/withdrawn in 2016 X
MRL 1231-0005 Ingetrokken/withdrawn in 2016 X
MRL 2400-A-685 Ingetrokken per 1-6-2019
MRL 2400-A-698 Ingetrokken per 1-6-2019
1231-MRL 2400-B-859 2020-05-14 Geldig/Valid
MRL 24876_CERT_20100909 Ingetrokken/withdrawn in 2016 X
MRL 29513_CERT_20110405 Ingetrokken/withdrawn in 2016
MRL 30581_CERT_20110125 Ingetrokken/withdrawn in 2016
MRL 31713_CERT_20110711 Ingetrokken/withdrawn in 2016
1231-MRL 2400-B-934 2020-11-13 Geldig/Valid X
1231-MRL 2400-B-963 2021-06-29 Geldig/Valid X
1231-MRL 2400-B-974 2020-02-04 Geldig/Valid X
1231-MRL 2400-B-995 2022-01-15 Geldig/Valid X
1231-MRL 2400-C-018 2020-05-06 Geldig/Valid X
1231-MRL 2400-C-027 2019-11-13 Geldig/Valid X
1231-MRL 2400-C-029 2020-02-03/2023-01-17 Geldig/Valid X
1231-MRL 2400-C-158 2021-01-11 Geldig/Valid X
1231-MRL 2400-C-221 2020-09-25 Geldig/Valid X
1231-MRL 2410-C-047 2023-07-03 Geldig/Valid X
1231-MRL 2410-C-157 2022-06-17 Geldig/Valid X
1231-MRL 2410-C-222 2021-01-06 Geldig/Valid X
1231-MRL 2410-C-241 2021-07-14 Geldig/Valid X
1231-MRL 2410-C-266 2020-08-13 Geldig/Valid X
1231-MRL 2410-C-349 2021-05-05 Geldig/Valid X
1231-MRL 2410-C-482 2021-06-25 Geldig/Valid X
1231-MRL 2410-C-691 2022-03-03 Geldig/Valid X
1231-MRL 2410-D-069 2023-04-03 Geldig/Valid X
1231-MRL-2410-C-447 2023-01-17 Geldig/Valid
1231-MRL-2410-C-675 2023-06-26 Geldig/Valid
1231-MRL-2410-D-110-14TC 2024-02-09 Geldig/Valid
1231-MRL-2410-D-110-20TC 2023-11-30 Geldig/Valid
1231-MRL-2410-D-292 2024-01-16 Geldig/Valid
MRL 31743_CERT_20110407 Ingetrokken/withdrawn in 2016
MRL 31743_CERT_20110407/R01 Ingetrokken/withdrawn in 2016
MRL 32272_CERT_20110511 Ingetrokken/withdrawn in 2016
MRL 32472_CERT_20120515 Ingetrokken/withdrawn in 2016
MRL 32477_CERT_20110704 Ingetrokken/withdrawn in 2016
MRL 34445_CERT_20111020_A Ingetrokken/withdrawn in 2016
MRL 34596_CERT_20111027 Ingetrokken/withdrawn in 2016
MRL 34948_CERT_20111122/R02 Ingetrokken/withdrawn in 2016
MRL 34137_CERT_20120216 Ingetrokken/withdrawn in 2017
MRL 37583_CERT_20120426 Ingetrokken/withdrawn in 2017
MRL 39305_CERT_20120726_00 Ingetrokken/withdrawn in 2017
MRL 39323_CERT_20121030R01 Ingetrokken/withdrawn in 2017
MRL 39324_CERT_201208R00 Ingetrokken/withdrawn in 2017
MRL 39612_CERT_20121128R00 Ingetrokken/withdrawn in 2017
MRL 40412_CERT_20121024 Ingetrokken/withdrawn in 2017
MRL 40630_CERT_20121024 Ingetrokken/withdrawn in 2017
MRL 36766_CERT_20130207 Ingetrokken/withdrawn in 2018
MRL 40768_CERT_20131114 Ingetrokken/withdrawn in 2018
MRL 40768_CERT_20131114 Ingetrokken/withdrawn in 2018
MRL 43063_CERT_20131210 Ingetrokken/withdrawn in 2018
MRL 44039_CERT_20130507 Ingetrokken/withdrawn in 2018
MRL 44040_CERT_20130602 Ingetrokken/withdrawn in 2018
MRL 44041_CERT_20130521_00 Ingetrokken/withdrawn in 2018



MRL 45871_CERT_20130910 Ingetrokken/withdrawn in 2018
MRL 46219_CERT_2013-A-125 Ingetrokken/withdrawn in 2018
MRL 46523_CERT_20131120 Ingetrokken/withdrawn in 2018
MRL 47894_CERT_2013-A-191 Ingetrokken/withdrawn in 2018
MRL 49496-EN280A2-20141104 Ingetrokken/withdrawn in 2018
MRL 2400-A-420 2014-10-27 Ingetrokken/withdrawn in 2019
MRL 28538_CERT_20090712 / 2014-09-30 Ingetrokken/withdrawn in 2019 X
MRL 43567_CERT_20140410 Ingetrokken/withdrawn in 2019
MRL 46386_CERT_20140918 Ingetrokken/withdrawn in 2019
MRL 2400-A-442 2014-11-13 Ingetrokken/withdrawn in 2020
MRL 2400-A-623 2015-04-09 Ingetrokken/withdrawn in 2020
MRL 2400-A-666 2015-08-18 Ingetrokken/withdrawn in 2020
MRL 2400-A-785 2015-06-12 Ingetrokken/withdrawn in 2020
MRL 2400-A-673 2016-05-13 Ingetrokken/withdrawn in 2021
MRL 2400-A-800 2016-04-11 Ingetrokken/withdrawn in 2021
MRL 2400-A-751 2017-02-15 Ingetrokken/withdrawn in 2022
MRL 2400-B-361 2017-08-28 Ingetrokken/withdrawn in 2022
1231-MRL 2400-B-538 2018-06-06 Ingetrokken/withdrawn in 2023


